
This installation is applicable for:
SE-203 Series
SE-204 Series
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www.idcooling.com

Note: If you have any questions regarding how to install this product, 
please contact us for support: support@idcooling.com

Model SE-204  SE-203

TDP 140W 130W

Dimension 121*75*153mm 121*75*161mm

Bearing Type Hydraulic Hydraulic

Fan Speed 600-1800RPM 600-1800RPM

Rated Voltage 12VDC 12VDC

Airflow 60.7CFM 60.7CFM

Rated Power 3.1W 3.1W

Noise Level 21.8dBA 21.8dBA

Connector 4Pin PWM 4Pin PWM

Life Hours 30000Hrs 30000Hrs

CPU Socket
Intel LGA775/1150/1155/1156/1366/2011

FM2+/FM2/FM1/AM3+/AM3/AM2+/AM2

Specifications

Warranty
ID-COOLING guarantees that this device is free of defect in material and 
workmanship, and provides a two-year limited hardware warranty for the 
device commencing from the date of purchase. Please keep your receipt 
for proof of purchase.

This product is designed for computer usage only. Using this device 
in any other capacity voids the warranty.  If you are not familiar with 
computer hardware installation, please ask for professional assistance.

*     In case of conflict between the warranty provided by the country of 
point of sales and this manual, the warranty of the actual country of 
point of sales shall be the prevailing document.
*     In case of malfunction of electronic components or need of accessories 
during the warranty period, please turn to the original retailer or 
reseller storewhere you purchase.

Accessories

AMD FM2+/FM2/FM1/AM3+/AM3/AM2+/AM2

Intel LGA1366/1156/1155/1150/775

Intel LGA2011

STEP 1
Choose the right mounting holes according to the 
CPU socket.  Insert the long screws through 
the back plate.

STEP 2
Put washer onto the long screws �rst, 
and then fasten the knurled threaded nuts
into the screws.

STEP 3
Peel o� the protective �lm on the 
bottom of the heatsink, Clean the CPU 
surface, and apply a thin layer of 
thermal grease onto the surface.

STEP 4
Fasten the Intel bracket to the heatsink 
using the short screws, then using the 
T-nut secure the cooler.

STEP 1
Put washer onto the metal mounting holes, 
and then fasten the double screw bolts into them.

STEP 2
Peel o� the protective �lm on the bottom of 
the heatsink, Clean the CPU surface, and 
apply a thin layer of thermal grease 
onto the surface.

STEP 3
Fasten the Intel bracket to the heatsink using the short screws, 
then using the T-nut secure the cooler.

Fan Installation

STEP 1
Choose the right mounting holes according
to the CPU socket. Insert the long screws 
through the back plate.

STEP 2
Put washer onto the long screws �rst, 
and then fasten the knurled threaded nuts 
into the screws.

STEP 3
Peel o� the protective �lm on the bottom 
of the heatsink, Clean the CPU surface, 
and apply a thin layer of thermal grease 
onto the surface.

STEP 4
Fasten the Intel bracket to the heatsink using 
the short screws, then using the T-nut 
secure the cooler.

Install the fan onto the heatsink using 
the fan mounting clips.

AMD


